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Firmware details 

 

NOTE: To use v1.0.74 of the OpenAT framework, you must update the module firmware to version 

R7.50.3.A1.201312050709.SL8080T. If your device is running an older version of the module firmware, please contact 

NetComm Wireless support for assistance in upgrading the module firmware. 

 

FIRMWARE DETAILS 

NetComm Wireless Model Number NTC-3000-01 

NetComm Wireless Product Name M2M Serial Modem 

Module Firmware Version R7.50.3.A1.201312050709.SL8080T 

OpenAT Firmware Version v1.0.74 

Build Type Generic 

Release Type Official 

File Name NTC3000_FR2.53.1.A1.v1.0.74.20170110(7.50.3.A1).dwl 

File Size 121 KB 

MD5 Checksum 08bb20836c004e9f2b1b8c21aff535c6 

Date 24 January 2017 

 

Version history 
v1.0.74 

New features 

 Added an OpenAT command to enable error notifications when an incorrect SMS command is issued. 

 Added an OpenAT command to retrieve the last 250 SMS commands. 

 Added Whitelist support. 

 Added an OpenAT command to set maximum daily sent SMS acknowledgments. 

 Added an OpenAT command to retrieve IMEI via SMS. 

 Added a feature to OpenAT to check the SIM SMS storage capacity on boot up. 

 Added an OpenAT command to control FTP upgrade retries to eliminate the infinite loop when it fails. 

 Added ping command support via SMS and AT command. 

Enhancements 

 Enhanced security of FTP upgrade via SMS to allow complex combinations of lower and upper case username and 

password characters. 

 

v1.0.27m – Initial production release 

New features 

 None. 

Enhancements 

 None. 
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