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Information 

 Product Code:  RTA1320_REV2 

 Firmware Version: 3.65p3 

 ADSL Version:   A2pB025c 

 Beta/Official:  Official 

 Filename:  cfe-rta1320_rev2_16m_au-v365p3_a2pb025c 

 File size:   2.32MB 

 Date:   15 April 2010 

Upgrade Instructions 

Please refer to file named ‘RTA1320_Rev2_AU_Firmware_Upgrade_Instructions.pdf’ for firmware 
upgrade instructions. 
 
New Features 

3.65p3 
1. Add factory default settings to model RTA1320_REV2_AU only. 

a. IPTV 0/35 UBR, Bridged LLC/SNAP, PVC profile 
b. IGMP = enabled, blocking mode. 

3.65p 
1. Support REV2 with 4M flash and 16M SDRAM in NZ models. 

 
3.65m 

1. Support REV2 with 4M flash and 16M SDRAM in AU models. 
 
3.64z4 

1. Remove FTP, SSH, and SNMP in code base 3.6 to save memory for other new functions 
such as TR-069. 

2. Support REV2 with 2M flash and 8M SDRAM in AU models. 
 
 
Bug Fixes / Modifications 

3.65m 
1. Fixed: TR069 ACS server related issue  

 
3.64z4 

1. Fixed:  Adam PPP issue 
 
Known Issue 
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Warning:  

 The RTA1320 REV2 firmware and configuration file are not interchangeable with REV1 

 The firmware file ‘cfe-rta1320_rev2_16m_au-v365p3_a2pb025c’ is to be used in 

RTA1320REV2 4M flash and 16M SDRAM PCB board only. Please check on GUI: Status > 

Device Information for details. 

 

 


